
FM-200

	 111200-4 (1” NPT, gallons)
111200-20 (3/4” NPT, gallons)

 111200-13 (1” NPT, litres)
111200-21 (3/4” NPT, litres)
111200-15 (1” BSPP, litres)

111200-23 (3/4” BSPP, litres)

Aluminum - Mechanical
Nutating Disc

Order gallon or litre model.  

4-20 GPM (15-75 LPM)

+/–  2% of reading

Yes

3/4 in. or 1 in. NPT

Max. Batch Total is 4-digits

Quick access to the internal
strainer makes cleanup easy.

UL Listed on NPT models.
CE on BSPP models.

2 Year
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FM-100

	 111200-1 (1” NPT, gallons)
111200-18 (3/4” NPT, gallons)

 111200-10 (1” NPT, litres)
111200-19 (3/4” NPT, litres)
111200-12 (1” BSPP, litres)

111200-22 (3/4” BSPP, litres)

Aluminum - Mechanical
Nutating Disc

Order gallon or litre model.

4-20 GPM (15-75 LPM)

+/–  2% of reading

Yes

3/4 in. or 1 in. NPT

Max. Batch Total is 4-digits

Built-in filter protects meter 
from dirt particles.

UL Listed on NPT models.
CE on BSPP models.

2 Year

CHOOSING A GPI MECHANICAL METER
GPI Mechanical Meters are economical and rugged with many years of proven performance.
The FM-530 Meter fits virtually all mounting applications. The unique 90° incremental 
inlet/outlet rotation makes installation easy and reduces the need for elbows.

FUEL METERS

FM-530

126000-19 (3/4” NPT, gallons)
126000-20 (1” NPT, gallons)

 126000-25 (1-1/2” NPT, gallons)

 126000-21 (3/4” NPT, litres)
126000-23 (1” NPT, litres)

126000-27 (1-1/2” NPT, litres)
126000-22 (3/4” BSPP, litres)
126000-24 (1” BSPP, litres)

126000-28 (1-1/2” BSPP, litres)

Aluminum - Mechanical
Nutating Disc

Order gallon or litre model.

5-30 GPM (19-114 LPM)

+/–  2% of reading

Yes

3/4 in., 1 in. or 1-1/2 in.
NPT or BSPP available

Max. Batch Total is 4-digits

Large, easy to read display
with push buttton reset.

UL Listed on NPT models.

2 Year

Gasoline (alcohol blends E15), diesel fuel (biodiesel blends B20) and kerosene.
Do not use with water or chemicals.


